CITY OF MEMPHIS

DIVISION OF ENGINEERING

DESIGN AND REVIEW POLICY MANUAL

REVISED JANUARY 29, 2010



TABLE OF CONTENTS

TITLE

SECTION 100 — INTRODUCTION ... .ouii ittt e e e et
SECTION 200 — SIGNALIZATION ...
SECTION 300 — MARKING AND SIGNING .....ooiiiiii e
SECTION 400 — TRAFFIC CALMING ...
SECTION 500 — PLAN SHEET LAYOUT ... e

SECTION 600 — AMERICANS WITH DISABILITIES ACT (ADA)............

SECTION 700 — CURB CUTS, DRIVEWAYS, MEDIANS, SIDEWKS

SECTION 800 — STREET DESIGN ...

SECTION 900 — UTILITES ..o e e e

SECTION 1000 — SEWER DESIGN .....ccciiiiii e A

AL

......... 25



SECTION 100 - INTRODUCTION

The purpose of this policy manual is to documemrt @ity of Memphis, Division of
Engineering policies not expressly covered by thidis/ision Regulations Code of
Ordinances and other published documents. Poletetined herein will not supercede
information provided by any of the aforementioneduments.

The policies are intended to provide direction ®signers and clarification of the
Division of Engineering’s interpretation of the i@ars codes, regulations and ordinances.
The policies contained herein are based on soumihegring principles and past
practices of the Division of Engineering.

SECTION 200 — SIGNALIZATION
The following policies regarding traffic signalimat which includes traffic signal and
flasher installations. The policies relate to baitll and developer installed locations.

201 — SIGNAL DESIGN POLICY
201.1 - Private Streets and Driveways

A. Signalization of private streets and drivewaydhe responsibility of the
developer. If signalization of a public street gmivate street or driveway
is to be considered as part of a development, proppate traffic impact
study must be completed by a Tennessee registeogéespional engineer.
Since each location is different, the specific edata to be addressed in
the study should be approved by the City of Memphafic Engineer.

B. In general, the traffic impact study must respdo the signalization
warrants contained in th®lanual on Uniform Traffic Control Devices
2000 (MUTCD). Certain warrant(s) must be satisfied justify the
installed of a traffic signal at a new location.

201.2 — Traffic Signal Installation Warrants Evadlaa - The intent of this policy for the
installation of new traffic signals is to provideuaiform standard by which requests are
evaluated.

A. While traffic signal installations do facilitatéetter traffic flow at
intersections under certain conditions, they camdpce negative results
when circumstances do not justify the installatio@ftentimes, lesser
controls or modifications (i.e. stop signs, addangurn lane) will provide
improvements in traffic flow at an intersection. hilé the minor street
approach may experience some periodic traffic dellag impact on the
overall traffic movements is the primary considiemrat The installation of
traffic signals at unjustified locations along ameaal street will have a



detrimental impact on traffic flow even when signaordination is

considered. Memphis is a large urbanized area thighcorresponding
traffic demand. Unlike smaller cities and ruradas, the expectation of
motorist in Memphis is that some minor delay oresstteets is expected.
Therefore, the justification of a new signal inlstabn will not be based
on minimum thresholds.

The Manual on Uniform Traffic Control Devices 2000 (MUTCD)
establishes warrants to be used in the evaluatioma draffic signal
installation request. The MUTCD clearly statest thatisfaction of a
traffic signal warrant or warrants shall not ireifsrequire the installation
of a traffic control signal. The following providehe City of Memphis
policy regarding signalization warrants containedhe MUTCD.

Unless otherwise approved by the City Traffigiaeer, all traffic counts
of existing intersections will provide 12 hoursdaita between the hours of
6:30 a.m. and 6:30 p.m. with count periods in 15ute increments.

Only warrants 1(Eight-Hour Vehicular Warrant)Pédestrian Volume)
and 7(Crash Experience) will be used in the evalnabf new traffic
signal installations. The 80% and 70% adjustmeldstified for warrant
1 will not be applied. The minimum volumes on thigher-volume
minor-street approach (one direction only) for 1% level of warrant
1, condition B, shall be increased by 30%.

Traffic volumes for use in evaluating warrantmhy be estimated for a
requested signal installation at a new intersectiorhe procedure for
estimating the traffic volumes is based on utilmatof the most recent
ITE Trip Generation manual for the appropriate land use. The average
daily traffic (ADT) trip generation should be usedhe assumption is
made that the "8highest hour volume on the minor approach is etpal
6.25 percent of the ADT approaching the intersectio

Once the projected™8highest hour approaching volume is calculated,
directional assignments are made for the intermecthovements. If
actual counts from similar land uses are availahley may be used in lieu
of the traffic projections with the approval of tkkty Traffic Engineer.
Traffic volumes shall not be adjusted based on clehclassification.
After projecting the 8 highest hour, directional assignments shall be
made to determine the anticipated direction ofttiraing movements at
the intersection. Once the turning movement ass@ms are made, the
adjustments for right-turning vehicles from the orirapproach shall be
made in accordance with following directions.



1. Warrants 4 and 7 can only be utilized at exgstimersections. No
projections of pedestrian volumes or vehicular leeaswill be
accepted.

2. Adjustments shall be made for right-turn vetsdem the minor
approach. Right-turn vehicles experience lesslictsmfthan left-
turn or through movement vehicles. Therefore, tbay enter the
traffic stream with less delay. The volume of tiglrn vehicles
on the minor approach shall be reduced based orfotloaving

table:
Situation  Approach Condition Condition Reduction of Rt. Tns.
1 Shared Left/ R>0.7A Reduce R by 60%
Thru/Right 0.69A.R>0.35A Reduce R by 40%
R<0.34A Reduce R by 20%
2 Ex. Left/ R>0.31T Reduce R by 60%
Shared Thru/ 0.3T>R>T/3 Reduce R by 40%
Right R<T/3 Reduce R by 20%
3 Ex. Rt. Tn. Reduce R by 75%
4 Shared Lt/Thru R>(T+L) Reduce R by 65%
And Shared L>(T+R) Use Situation 2
Thru/Right L~T~R Reduce R by 40%
L=T>3R Reduce R by 20%
R=T>3L Reduce R by 50%
All other cases Reduce R by 30%
5 EX. Lt, R>T Reduce R by 75%
Ex. Thru and T>R>T/2 Reduce R by 50%
Shared Thru/Rt T/2>R>T/4 Reduce R by 30%
R<T/4 Reduce R by 15%

L = number of left turning vehicles in approach
T = number of through vehicles in approach

R = number of right turning vehicles in approach
A= (L+T+R)

201.3 - Signal Installation Timing Plans
The signal timings will be designed by the City\démphis Traffic Engineer’s office. A

minimum of 30 days notice shall be given to theyJitaffic Engineer prior to the turn-
on of the signal installation



201.4 - Signalization Upgrades

A.

The developer will be responsible for the upgradd any public traffic
signal installation required due to a new or exgahdevelopment. The
upgrade may be requested by the developer or extjas a condition by
the City Traffic Engineer. A Tennessee registgoeafessional engineer
shall conduct any necessary studies and/or deveopar modification of
signalization plans. The signal modification shatllude layout, phases
and equipment as directed by the City Traffic Eegin

The installation and/or modification of interea handicap ramps shall
be considered as part of any traffic signal inatedh. Ramps shall be
installed or modified to satisfy the requirementsttee Americans with
Disabilities Act (ADA).

All salvageable signal equipment and materibbdl e delivered to the
City of Memphis Traffic Signal Shop at 980 SouthrditStreet.

201.5 - Signalization Plan Layout

A.

All traffic signalization plans shall be develxp at a scale of 1" = 20’
unless otherwise directed by the City Traffic Emgin The layout of the
signal plan set shall be consistent with the histiypical layout. Sample
plan sets for use as examples may be obtainedrohgsed from the City
Traffic Engineer, Room 668, City Hall, 125 North M&treet, Memphis,
Tennessee 38103.

Information contained on the plans shall includat not be limited to,
placement of all poles, signal heads, conduit, aetdoops, loop leads,
interconnect cable, markings, signage, pullboxes)ditap ramps and
controller. The plan bases should also includeldleation of sidewalk,
right-of-way curb line and easements, if required/hen signalization
plans are being designed to control a private stoeedriveway, the
developer shall be required to provide a permaaasément adequate for
the placement of the pad-mounted controller caladg@cent to the right-
of-way near a signal pole. The location shall béednined by the City
Traffic Engineer. The easement will also be sidfit to allow City of
Memphis Traffic Signal Technicians access to thetdler for all
necessary maintenance activities.

The signalization plans should include chart @iagrams for signal head
and loop identification, phasing sequence, loop amagsignment,
pedestrian pushbutton orientation and phase assignrpreemption (if
required), display wiring schematic and generalngidiagram.



The City of Memphis typical legend shall be uded all signalization
design. A copy of the typical legend can be oladifrom the City Traffic
Engineer's Office at City Hall, 125 North Main S#te Room 668,
Memphis, Tennessee 38103.

201.6 - School Zone Flashing Beacon

A.

Request for school zone flashing beacons an#fduced speed flashing
beacons for public schools shall only be accepteth fthe appropriate
designated official of the Memphis City School ®st Requests will not
be accepted from individual citizens or schoolsghwihe exception of a
private school request. This intent of this polisyto assure that all
appropriate measures have been taken by the Men@ikys School
System prior to the evaluation of any additionghsi control devices.

Supplementary flashing beacons for school zehed be installed only at
properly designated school crossings protectedchgd crossing guards
assigned by the Memphis Police Department. Thentnof the flashing

beacons is to supplement the police crossing gaartie/she regulates
both vehicular and pedestrian flow.

The design of any school zone flashing beacauldhbe coordinated
through the City Traffic Engineer’s office. Thesifgn engineer should
make an appointment for a meeting and provide @&atedayout of the
school crossing and vicinity for use in identifyiregectronic flashing
beacon locations.

201.7 - Reduced Speed Flashing Beacon for Schools

A.

It is the purpose of this policy to allow thetasdishment of a Reduced
Speed zone with flashers adjacent to school prppénere flashers have
been requested by the school and a School Speatizdne with flashers
are not justified. The Reduced Speed zone witth#es will be installed
in accordance with the conditions of this policihis policy will apply to
all elementary and middle schools (public and paya

School Speed Limit zones will coni to be signed with a 15 mph speed
limit. A School Speed Limit zone with flashers aadReduced Speed
zone with flashers will not be established on tame street within 600
feet of the other zone. A School Speed Limit zawité flashers will have
priority over a Reduced Speed zone with flashers.



This policy does not apply to non-school relateduced speed zones, nor
does it apply to reduced speed zones installetbaswalks not adjacent to
a school.

A Reduced Speed zone will be established onlgteeets with a posted
speed limit of 35 mph or higher.

A Reduced Speed zone will be signed for 15 ngdbvib the posted speed
limit.

The location and length of the Reduced Speed nolh be established by
the Traffic Engineering Bureau on a case-by-caseba

The flashers will operate only during the norsetool year. The flashers
will operate a set time before and after schooirizegnd a set time before
and after school closes. These times will be detexthby the Traffic
Engineering Bureau. The beginning and closing schiones will be
supplied by the school to the Traffic Engineeringr&&u a minimum of
two months prior to the beginning of each schoalrye

Private schools must supply a contact persommen and telephone
number each year, no less than 30 days prior twosd&deginning.

A Reduced Speed zone will not be establisheadsatjnalized intersection.
The minimum distance from a signal to a flashetl $1@200 feet.

The design of any reduced speed zone flashiragobe should be
coordinated through the City Traffic Engineer'sicéf The design
engineer should make an appointment for a meetigpaovide a scale
layout of the school location and vicinity for useidentifying electronic
flashing beacon locations.

201.8 - Signalization Equipment

A.

All signalization equipment used as part of avngaffic signal installation
or upgrade shall conform to City of Memphis speseifions. EPAC 300
controllers shall be installed so as to be consisteith existing

maintenance practices. All controllers shall bévdeed to the City of
Memphis Signal Shop at 980 South Third Street @tl@0 days prior to
installation for inspection and testing.

L.E.D. indications shall be used for all newhstalled pedestrian heads
and red indications. All pedestrian heads shalkingle 12-inch faces
containing a solid hand and the outline of a wajkiman.



C. Fire preemption shall be included as part of aweyv traffic signal
installation or upgrade. The fire preemption eqept shall be the 3M
opticom system.

D. The City Traffic Engineer shall be noticed a miam of 72 hours prior to
the turn-on of a signal installation for an inspact of all signal
installation equipment.

E. Fiber optic cable shall be installed and extentiethe nearest existing
traffic signal installation to provide interconniect for the City of
Memphis traffic signal system. If the new traffignal is installed along
an existing interconnect system, the developerl df@lresponsible for
bearing any and all cost necessary to incorporeenéw installation into
the existing system. This work will be done at theection of the City
Traffic Engineer. The City Traffic Engineer wildlentify the type and
amount of cable (fiber optic) necessary for an ptadde installation.

202 — PARKING METERS

202.1 Out of Service

Any parking meters temporarily taken out-of-servidae to construction must be
approved by the City Traffic Engineer. Out-of-geevparking meters shall be bagged or
removed by the City Traffic Engineer.

202.2 - Daily Rates

The contractor will be responsible for paying thalyd rate for each parking meter
removed from service. The daily rate is estabtishg the City Traffic Engineer based
on the parking rate charged for the individual mete

202.3 - Notification of Removal

The City Traffic Engineer shall be notified if apgrking meter needs to be removed due
to construction. The City Traffic Engineer will besponsible for removing the parking
meter. The contractor shall be responsible fororeny the pole. Upon completion of
construction, the contractor shall be responsitterfstalling a new pole provided by the
City Traffic Engineer. If construction requirestheconfiguration of the parking meters,
a plan shall be developed by a Tennessee regigpeoéessional engineer and the poles
and markings shall be installed by the developer.



SECTION 300 — MARKING AND SIGNING

301 — DEFINITIONS

301.1 - Markings
Any lines, symbols or messages applied to the tstnia#ace. This may include, but not
be limited to, paint, thermoplastic, tape, plaptitimer film, etc.

301.2 - Signing
Any message, word or symbol, displayed verticaliynmaterial within the public right-of-
way.

301.3 - Banners

Temporary signs fabricated from flexible materiastalled for a specific event for a
limited period of time. Banners do not provide oimhation for traffic control.
Permission shall be obtained prior to the instialfabf any banners.

302 - NEW PAVEMENT MARKINGS

All new pavement markings shall be either hot thalastic or 3M plastic polimer film,
as directed by the City Traffic Engineer.

303 — PAVEMENT MARKING REMOVAL

Whenever existing pavement markings are removegriogling, an asphalt overlay will
be required prior to installing the new pavementkimgs. The limits of the asphalt will
be defined by the length of existing marking rentova

304 — SIGNING AUTHORITY

The City of Memphis will follow signing guidelineend policies as defined in the current
edition of theManual on Uniform Traffic Control Devices (MUTCD) which has been
adopted as law in the State of Tennessee. Signddsbe used only where justified by
engineering judgement or studies. Regulatory aratnimg signs should be used
conservatively because these signs, if used tosextend to lose their effectiveness. The
use of these signs should be kept to a minimunhesihnecessary use of warning signs
tends to breed disrespect for all signs.

305 — WARNING SIGNS

Warning signs call attention to unexpected condgion or adjacent to a street and to

situations that might not be readily apparent ®ribad users. Warning signs alert road

users to conditions that might call for a reductiérspeed or an action in the interest of

safety and efficient traffic operations. Condisatihat can reasonably be expected by a
motorist in an urban or suburban environment shaotde signed.
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306 — DEVELOPER RESPONSIBILITY

306.1 — Installation

The developer will be required to install all traf€ontrol signs. A signing plan shall be
developed by a Tennessee registered professiogaiesm and shall be approved by the
City Traffic Engineer. All signs shall be in confilance with the MUTCD.

306.2 — Speed Limit Sign Installation
The developer is responsible for installing speedtIsigns for any street that is not
designed for 30 mph.

307 — STREET NAME SIGNS

All public street name signs shall conform to theMCD and standards accepted by the
Traffic Engineering Bureau. Street name signspovate streets shall be similar to

public street name signs with a blue backgroundsiadl be fabricated and installed by
the developer.

308 — STOP AND YIELD SIGNS

308.1 — Developer Required Stop Sign Installation
Stop signs shall be installed by the developengtiatersections that do not meet
Condition 1 sight distance criteria establishedASSHTO. Stop or yield signs
may not be required in residential developmentsre/be intersection sight
distance is adequate.

308.2 — Vegetation

The City will immediately trim and/or cut any veggon blocking the view of any STOP
or YIELD sign. Notices will be sent to property ogrs to maintain vegetation growth
within the public right-of-way so as not to blodietview of any sign properly installed
by the City and/or State of Tennessee.

309- STREET BANNERS

309.1 — Approval

Street banners may be permitted for non-profit wizgtions, if approved by the City
Chief Administrative Officer. Approval will be detmined based on the nature of the
mission of the non-profit organization and the @egof support and involvement of the
City in the event being promoted.

309.2 — Advertising Banners

No for-profit, commercial enterprises will be alled to hang banners to advertise or
promote their businesses, merchandise, produssreices.

11



309.3 — Banner Time Restrictions

Banners should generally be event-oriented. Fen®vlasting one week or longer,
banners may be installed 30 days before the eviéat.shorter events, banners may be
installed 14 days before the event. All bannerstrbe removed within 14 days after the
event. Maximum length of time for banners to bsptiiyed is three (3) months. |If
banners are not removed within the required tineen&, and if the City crews must
perform removal, the organization will be asses$edcost and may be denied future
banner requests.

309.4 — Logo Restrictions

The name of a for-profit sponsor of a non-profigamization or event may appear at the
bottom of the banner in letters no more than omd inigh. No logos are permitted.
Within the Central Business Improvement Distridgds may be permitted, with the
Center City Commission approval.

309.5 — Pole Banner Size

Pole banners shall be a maximum of five (5) feelemgth and either 24 inches or 30
inches wide. The minimum distance from the bottidrthe banner to the top of the curb
shall be 14 feet.

309.6 — Banner Placement Fee

The exact location and poles where banners may dentad will be approved by the
City Engineer. If a field check is required, a ¥8Dfee will be assessed. Banners may
be mounted on arterial streets, but not on streiisa speed limit of 50 mph or higher.

309.7 — MLGW Mounting

Memphis Light, Gas & Water (MLGW) has an applicatior pole-mounted banners if
the banners are to be mounted on MLGW poles. A adghe application is contained
in the appendix and details MLGW procedures and.fee

310 - TRAFFIC CONTROL PLAN

310.1 — Traffic Control Plan Design

A traffic control plan (TCP) must be submitted gmy work within the public right-of-
way. The TCP is considered a critical elementrof design. The TCP shall address
both vehicular and pedestrian traffic, as appré@rialhe TCP shall address all signing,
markings and other devices necessary to identdywbrk zone and provide adequate
protection for the public. The TCP shall addreés@nstruction phases of the project
and be consistent with the most recent MUTCD. Ti@P shall be designed by a
Tennessee registered professional engineer.

310.2 — Closures

Any request for sidewalk and/or lane closures nhasfor the purpose of protecting the
public from construction activities or for the poge of constructing within the right-of-

way. The closures shall be terminated immediatglgn completion of the activity for

each the closure was approved. No closures wilgproved for the purpose of parking

12



construction employee vehicles. If the City detews the approved closure is being
used for the purpose of parking construction emggy the approved closure will be
terminated. All workers are responsible for pagkuehicles in an appropriate and legal
manner. Construction workers will be no exception.

310.3 — C.B.I.D. Construction Employee Parking

Each construction project within the boundarieshef C.B.1.D. shall include a plan for
parking of construction employees. Constructiopleyees will not be allowed to park
on public right-of-way within the limits of the cstiuction zone. The plan should
identify the locations where construction worken#i wark and what the impact on the
existing parking supply will be. The approximatember of construction employee
vehicles shall also be identified.

13



SECTION 400 - TRAFFIC CALMING

The City of Memphis has implemented a traffic-cadgiprogram to assist neighborhoods
and the Memphis Police Department in controllingessive speeding. The program is
primarily limited to local neighborhood residentiatreets. While any reasonable
methods may be used to help control excessive spgdtie procedures utilized must be
cost effective and safe. Traffic calming procegdupeoposed should be documented as
acceptable practice btyhe Institute of Transportation Engineers or other equally
reputable organization. No traffic calming measundl be implemented that, based on
engineering judgement or other documented factoesconsidered to pose an increased
crash risk. Horizontal clearances between theestipath of a vehicle and non-breakaway
fixed objects are a major safety considerationh® Division of Engineering. The
installation of multi-way stop signs at intersen8owhich are not warranted by the latest
edition of the Manual on Uniform Traffic Control iees (MUTCD) will not be
installed as a traffic calming device.

401 - VARIOUS MEASURES CONSIDERED UNDER TRAFFIC CYMING

401.1 - Curb extensions/bulb-outs.
Areas of expanded curbing that extend across argptine and may narrow a travel
lane.

401.2 - Chicanes
Series of three or more bulb-outs, staggered ataboick locations on alternating sides of
the street.

401.3 - On-street parking
Provision of on-street parking that reduces roadwialgh.

401.4 - Traffic Circle

Raised island in the center of an intersection thedquired vehicles to travel
counterclockwise around the circle. The trafficcla should be sufficient to alter the
straight-line path of vehicles traveling along #ieeet and allow emergency vehicles to
pass through the intersection in a manner acceptabthe Memphis Fire Department
(MFD) and the Memphis Police Department (MPD).

401.5 - Street Closure

The use of a cul-de-sac to close a roadway by diigrna physical barrier across the
entire width, obstructing all traffic movementshig can only be recommended with the
approval of the MFD and MPD.

401.6 - Diverters

Directional closure created by physically blockangortion of the street or intersection.

401.7 - Speed Humps

14



Speed hump installation is the preferred methodctotrolling excessive speeding on
local residential streets. See City of Memphisespelump Program for the program

criteria.

402 - SPEED HUMP PROGRAM

402.1 — General Purpose

A.

The City of Memphis receives frequent complairtgarding speeding
vehicles on residential streets. Residents in sarglas are concerned
about the potential for personal injury and propedmage. Enforcement
of the speed limit by police departments is the tnedective means for
reducing speeds; however, limited resources do albbw such
enforcement on a regular and permanent basis. vBscome these
problems, many cities are focusing on alternatieggimborhood traffic
control measures. Some such traffic calming devicelude traffic
circles and speed humps. These alternative trafinagement measures
have been used to address residential area tpafildems in many cities
around the world.

Realizing that motorist characteristics and elriexpectations vary from
country-to-country, state-to-state and city-to-ciyarious traffic calming

devices may not be as effective in some areasegsdte in other areas.
Therefore, the intent of this program is to focuxlesively on speed
hump installation on neighborhood streets expenmgncfrequent,

documented speeding problems. Statistics fromescitwhich have

installed speed humps in residential areas show ftiia device is

successful in reducing speeds on local streetsouithffecting the safe
operation of motor vehicles. The speed hump praggaidelines which

are outlined in this report provide a basis fombkshing the installation
criteria for speed humps.

402.2 — Speed Hump Installation Policy

A.

The purpose of this policy is to provide guidel for the installation of
speed humps, a relatively new approach to congbicular traffic speeds
along a residential roadway. A speed hump, isaaupl rise and fall of

pavement surface across the width of the roadwagpeed hump differs

from a speed bump, which is more abrupt, havingight of three to four

inches over a length of one to three feet. Thedpeimp adopted for use
in the City of Memphis is a flat-top hump which22 feet in length with a

10-foot plateau three to four inches in height vétfoot long circular arc

approaches. Due to gentle vehicle rocking, spesdpls cause some
driver discomfort and result in most vehicles slogvdown at humps and
between properly spaced successive humps.

15



B. Research has shown that speed humps are effdatigafely reducing
speeds along a street. However, there is a paldoti traffic diversion
onto adjacent streets as a result of motoristsdawpithe speed hump
street.

C. In order for speed hump installation to be dfées their provision should
be in accordance with established transportatiayineering criteria and
documented facts. As is the case with all tratbotrol devices, meeting
warrants or design criteria along with proper iligteon will encourage
compliance and safe driving practices. This poficgvides criteria and
procedures for installation of safe and effectipeesd humps.

The City reserves the right to change any or allthed criteria and
procedures in these guidelines if deemed necessary.

402.3 - Eligibility Requirements

All of the following criteria should be satisfiesrf a street to be considered
eligible for speed hump installation.

A. Petition

1. A petition from the residents and business ow/mmcumenting that at
least 75 percent of all households and businesgbe iproject area (which
includes streets that traffic may be diverted tgport the installation of
speed humps on the identified street. All resisl@vithin the project area
should be presented the opportunity to sign thitigeet The project area
will be defined by the City Engineer.

2. A verification statement from the contact persmnfirming that the
signatures on the speed hump petition are validraptesent at least 75
percent of the households/businesses adjacerg jpriject area.

3. A statement from the neighborhood associatiotioresing speed hump
installation on the project street. The statemenstnbe presented at a
meeting of the neighborhood association or orgdiua.

B. Operational and Geometric Characteristics of3tieet

1. The street shall provide access (via a driveaaypn-street parking) to
abutting residential and/or commercial propertiessiflential local or
collector streets). Residential properties incluadtiple dwellings such
as apartment complexes.

2. The street should not be wider than forty (489t f(pavement width) or
have more than one traffic lane in each direction.

16



3. The street shall have a posted or regulatorggspeit of 30 mph or less
as determined in accordance with city ordinances.

4, The 85th percentile speed exceeds the posteshalatory speed limit by
at least five mph.

5. The speed humps should not be located in adrmgdk curve, on vertical
curves where visibility of the hump is restricted,on the approaches to
these curves.

6. The street must be approved by the Police amddépartments for
installation of speed humps.

7. The City will conduct eligibility studies for spd humps after a request
has been made. Requests made by neighborhoodsgoolwgssociations
will be given priority for eligibility studies.

8. The City Engineer will be responsible for desitymg or approving the
number and location of speed humps (and assocwtgrhge/striping)
along a street. If the appropriate number of sgeedps (at appropriate
locations and spacing) cannot be accommodatedef@sons related to
drainage, driveway/intersection locations, verticand horizontal
geometry, etc., then the petition for speed hummsldvbe rejected.

402.4 - Project Prioritization

Speed hump projects will be prioritized on a cityevibasis. This would ensure proper
allocation of the City’s resources. Once a projectproven to be viable per the
engineering studies, the projects will be rankedoeting to the date that the
neighborhood association endorsement statementioraceived by the City Engineer.

402.5 - Cost Responsibility

The cost for speed hump installation (including pspsigns, pavement markings, and if
necessary, special features) will be paid by thy @s funds are available within the
capital improvements program (CIP). The followisgction provides an option for
private funding of speed humps. This will only &éowed if there is public funding
available for the program in any given year.

402.51 — Private Funding Option

The section sets forth guidelines for the optioprfate (individuals and/or associations)
to finance the installation of speed humps alosgexific street.

17



All guidelines specified in Sections 402.2, 40228d 402.4 shall be followed. Along

with the neighborhood petition approving the instédn of speed humps a letter shall be
submitted requesting that private funding for tleenplete speed hump system for the
specific street be considered. Private fundindl $feafor 100% of the complete system
plus a 5% administrative/inspection fee.

The request for private funding can only be mader dhe street has been evaluated, met
the criteria, and the petition has been returneith¢oCity. Requests for private funding
will not be considered during the evaluation precsmce it will not be known if the
street meets the criteria at that time.

Once the request for private funding has beenveddiy the City, a cost estimate for the
street will be developed. The cost estimate vélldeveloped from unit cost contained in
a current contract or the most recent contrace%Aadministrative/inspection fee will be
added to the estimate. The estimate will be gteethe designated contact person for the
street. No action will be taken regarding congtancof speed humps until funds based
on the estimate are deposited with the City. Tivasidn of Finance will deposit the
funds in the account associated with the speed hrogram.

At such time the funds are in the appropriate actathe street will be included in a
current open contract. If there is not an operireat) the street will be placed in the next
group of streets to have speed humps installed.

Once the privately funded street is in the confrdet existing construction procedures
will be followed. Construction will be done by thentractor

There will be provisions to allow the Division oh@ineering to readily amend current
contracts for the purpose of adding private fundorgthe purpose of including privately
funded speed hump installations.

402.6 - Speed Hump Locations

Reasonable efforts will be made not to locate sgeedps in front of a property if the
occupant objects to its placement or, in the césaultiple dwellings if the majority of
the households on the property object to its plasgm As stated on the petition, an
approval signature indicates a household’s willeggto allow the installation of a speed
hump and/or associated features on the streebim &f their property.

402.7 - Design, Construction, and Maintenance

Design standards and installation procedures feedimumps and related features such as
signs and pavement markings shall be prepared éoyCity. The speed humps will be
constructed of asphalt. A one-foot saw cut (appnately three- to four-inches deep)
will be made into the existing pavement at bothsesicthe speed hump to anchor it to the
existing pavement. The speed humps will be twéntyfeet in length and three- to four-
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inches in height. Construction of speed humps beglladministered by the City. The
City will maintain the speed humps and all reldteatures.

402.8 - Speed Hump Removal and Alteration

The process for speed hump alteration or removplested by the residents is the same
as the process for installation, except that thglebe no City participation in the cost
incurred. A petition approved by the neighborhasdociation, documenting that at least
75 percent of all households and businesses adjardre speed hump street are in favor
of the speed hump removal, will be required.

In the case the City determines that an unforepeaslem exists due to the hump, it may
be redesigned or removed by the City. In such,dhseCity will bear the full cost of
speed hump removal.

402.9 — Speed Hump Installation Procedures
The following items describe the procedure to bie¥eed for speed hump installation.
A. Project Request

Request for speed hump installation can be indidig individual residents or
neighborhood associations. A request may be nmadeiting to:

City Engineer’s Office
125 N. Main Street, Room 654
Memphis, Tennessee 38103-2017

B. Preliminary Review

1. After a request for speed humps has been rateBity staff will conduct
an initial investigation and collect data to deterenthe street’s eligibility
in regards to the operational and geometric charatics. This eligibility
process includes approval from the City of MempRiglice and Fire
Department. Collected data will include trafficlwmes, laneage, speed
surveys, etc. Due to number of request for allises, the eligibility
study will be placed on the engineering departnseptiority list and
conducted as resources become available.

2. If the operational and geometric requirementselaibility are not met,
the street will not be considered for speed hunmasthe requester(s) will
be notified.

3. If after the initial study it is determined thée street qualifies for speed

hump installation (assuming proper placement ofedp&éumps and
associated features can be achieved), a petitiokep&onsisting of the
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speed hump petition (which will include photogramighe installations
and a map indicating the location of speed humjplssagns for the street
in question), a verification statement for the emhtperson, and an
endorsement statement for the neighborhood asswtiatll be mailed to

the requester(s). The project requester(s) will nesponsible for
circulating the petition in the petition area.

4, The petition should be presented to all of theseholds and businesses in
the identified impact area. Signatures represgniih percent of all the
households and businesses within the petition amest be in favor of
speed hump installation (including the locationshaf humps and signs as
identified on the attached map) for the processrteeed further. Multi-
family dwellings with more than four units will beounted as four
households, with the property owner or manager essrting the
households.

402.10 - Funding

The installation of speed humps will be funded by Capital Improvements Program.
The funds available each fiscal year are estaldislyethe City Council. The number of
speed humps installed each year will be dictatetheyunds available. In addition to the
actual speed hump installations, the funding alswides for the evaluation of request
and program administration.

402.11 - Speed Hump Installation Scheduling
Speed humps will be installed as scheduling andifighpermits. The construction of
humps and the placement of signs and markings aetfiform to the current design
standards as established by the City.
402.12 — Project Approval Criteria
A. General Policy
Speed hump projects will be evaluated on the bakigxisting speeds and
volumes. Once a speed hump request has been harad determined to meet
the City’s criteria, the request will be ranked @cling to the date a verification
statement endorsing the speed humps is receivesh fitee neighborhood
association or organization. For a street todmesiclered for speed humps, both
Condition 1 (Speed) and Condition 2 (Volumes) nigstet.
B. Speed

The speed criteria considers the difference betwbenposted (or regulatory)
speed limit and the measured speed or vehicles @&t-hour period. To be
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considered, the 85th percentile speed along tleetstnust exceed the speed limit
by at least five mph.

C. Traffic Volume

The 24-hour traffic volumes (two-way) must exce®f &ehicles or 60 vehicles
during a single hour. The 24-hour volume (two-wahpll not exceed 2,750
vehicles. Streets exceeding 2,750 daily vehiclescansidered to be collector
streets and not eligible for speed humps.

403.13 - Design Standards for Speed Humps
A. Dimensions and Cross-Section

The approved hump is a flattop. It is approximag® feet in length consisting of
a 10-foot long plateau with a six-foot long ciraukrc approach on either side.
This flattop speed hump is three- to four-inchekaight.

On streets with a standard curb section, a minirh@anch taper to the flag-line
of the curb will be provided to accommodate progteeet drainage. For humps
installed on non-curbed roadways, special treatsnenich as delineator post
should be considered to prevent vehicle run-arounds

B. Spacing and Location
Speed humps will usually be placed between 400 Z0@ feet apart. Other

spacing may be considered when determining speedp hspacing. The
following guidelines will be considered when deterimg speed hump spacing.

1. On single short blocks (300 to 800 feet), @leithump positioned near the
mid-point is usually sufficient.

2. On single blocks of moderate length (500 to(QL@€et), a two hump
configuration is usually adequate.

3. On very long blocks (1000 to 1600 feet) threemmre humps may be
necessary.

4, On lengthy continuous street segments or fargauprovided over a series
of blocks, interior humps may be placed 400 to /@@ apart.

5. A speed hump should not be located in frona afriveway or within an

intersection. Speed humps should not be locatedinwR50 feet of a
traffic signal or within 50 feet of an intersection
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10.

11.

C.

Speed humps should not be located, or contaamholes, or be located
adjacent to fire hydrants.

For humps located near drainage inlets the hshguld be placed just
downstream of the inlet. If this is not feasitdpecial treatment should be
considered for drainage.

Speed humps should not be located in horizantales. Speed humps
can be located at the crest of a vertical curwe, glacement should be
avoid on the approaches to vertical curves.

If possible, humps should be located on prgperes rather than directly
in front of a residence. Efforts will be made tom@ placement of humps
and associated features in front of residencesdildatot sign the petition
requesting humps for the roadway.

The advantage of existing or planned strgétihg should be taken when
determining hump locations.

If the appropriate number and/or spacing afesphumps cannot be
obtained due to the aforementioned criteria, thea project will be
terminated and the contact person will be notified.

Traffic Control

Traffic control consisting of signs and markingoowll be provided to advise
roadway users of a speed hump’s presence and de ¢heir subsequent action.
Traffic signs and pavement markings should conféomManual on Uniform
Traffic Control Devices (MUTCD) standards.

D.

1.

Signing and Marking of Speed Humps

Signs will be placed on the approach to eackdemp that read Speed
Bump Ahead. The signs shall be 30-in. by 30-irthvai black on yellow
legend. An advisory speed plate will also be ifetiaand located under
the Speed Bump Ahead sign.

The six-foot circular arc approach on both siofesach speed hump will
be striped with white reflective paint in a sawttopattern. The striping
with be supplemented with raised pavement markers.
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SECTION 500 - PLAN SHEET LAYOUT
501 — PLAN SHEETS

501.1 — Materials

Plans submitted in the form of original drawingslstibe ink or CADD-generated on
polyester translucent matte film. Original maitesnfdrawings shall have a matte surface
on both sides and shall be a minimum of four-thad#tas inch (0.004”) in thickness.

501.2 — Sheet Size

All drawings shall measure twenty-four inches biytyhsix inches (24” x 36”), with trim
lines one-half inch (2”) from the top and bottonges. Each sheet shall have a left-hand
margin of one and one-half inch (1 %2"); a right-damargin of one-half inch (¥2"), and a
margin of one-half inch ( ¥2") between the top amdtdm border of the drawings and
trim lines.

501.3 — Font Size

Text on plans shall consist entirely of verticapital letters. Minimum recommended

text size shall be equivalent to Leroy 120 Guidé.lack of space dictates, limited

amounts of text equivalent to Leroy 100 Guide mayabcepted at the discretion of the
City Engineer. Text smaller than Leroy 100 Guisl@ot acceptable.

501.4 — Title Block

Each submitted drawing shall have a border andyastandard title block in the lower
right-hand corner of the drawing. Electronic cepad the border and title block may be
obtained from the City Civil Design Engineer’'s offi Room 677, City Hall, 125 North
Main Street, Memphis, Tennessee 38103.

501.5 — Electronic Format
The Division of Engineering may also require thatwings be submitted in an electronic
format agreeable to both the engineer and the City.

501.6 — Endorsement

All submitted final plans sets shall be signed aedled by a Tennessee registered
professional engineer. Each sheet within the pd@bhshall be signed and sealed with the
exception of any standard drawings provided byGitg of Memphis. The engineer of
record will be held responsible for information tained within the plans set.

502 — RIGHT-OF-WAY AND EASEMENT PLATS

All permanent easement plats shall be on polyddier0.004” in thickness. All plats
shall measure either 8 %2” x 11” or 8 %" x 14" waheft hand margin of %" with top,
bottom and right hand margins of %”. Trim lines aot necessary. A key map shall be
provided indicating the location of all parcelseafed. All right-of-way and easement
plats shall show bearings and distances on allgrtpfines. Property ownership shall be
confirmed prior to submitting final plats.
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SECTION 600 - AMERICANS WITH DISABILITIES ACT (ADA)

The architect/engineer of record for any developnmeguiring review and/or approval
by the City Engineer’s office shall be responsitade meeting conditions setforth by the
most current ADA guidelines being recognized by @y of Memphis. This is intended
to address curb ramps, curb cuts, tree gratesyaiker any features located within the
right-of-way of a public street. The ADA shall bddressed when any modifications are
being made to a public street. ADA requirementdldie met within the project limits of
construction and/or street modification. Accessiblirb ramps shall be provided on all
street, drainage signalization projects at appab@riocations within the project limits.
This is intended to include intersections where a&ynye of signal modification is
designed other than aerial adjustments of exisiggal faces. A clear pedestrian path of
not less than 48 inches shall be maintained altdrmpdestrian ways. A clear pedestrian
path width in excess of 48 inches may be requimesbme instances.
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SECTION 700 - CURB CUTS , DRIVEWAYS, MEDIANS, SIDEWALKS
Section 701 - DEFINITIONS

701.1 - Curb Cut
Typically, a private entrance from an improved [ubtreet where the entrance is formed
by an apron crossing the curb, gutter and sidewalk.

701.2 — Driveway
A private entrance from a public street using ausitteatment. The existing curb, gutter
and sidewalk is not extended across the openirige ifistallation of handicap ramps (in
accordance with ADA guidelines) will be requiretihe driveway may resemble a public
street intersection.

701.3 — Median

Typically, a raised or depressed street segmerntsiparates the directions of travel
along a street or roadway. The median can be ,gcassrete or other materials. The
median may include some utilities and/or drainaggctures.

701.4 — Sidewalk

That portion of the street right-of-way reserved feedestrian use. Generally, it is
aligned parallel to the property line and the roagha&nd is constructed of a hard surface,
typically concrete.

702 — CURB CUTS

The design and placement of new curb cuts shoutfbom to Division of Engineering
standards. Commercial curb cuts shall not be ¢acaithin 300 feet of the centerline of
the nearest intersecting street without the appr@fathe City Traffic Engineer.
Approval will not be granted if conditions indicéteat a driveway or joint-use driveway
can be constructed beyond the 300-foot limit.

703 - DRIVEWAYS

Driveways are typically installed when the existimganticipated volumes exceed those
normally associated with curb cuts.

703.1 - Signalization

At any location where signalization of a drivewayapproved, the driveway shall have
radii at a size directed by the City Traffic Enggneand not have any curb across the
driveway.

703.2 — Pavement Treatment

Any private driveway or street not adhering to ceti design standards shall have a
pavement treatment beyond the limits of the righivay that clearly distinguishes the
private driveway from a public street. Typicalthe pavement treatment should be no
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less than ten feet in length and extend the widthhe driveway. The City Traffic
Engineer shall approve the specific treatment.

703.3 — Pedestrian Easements
Pedestrian easements will be required when thespréaie is required to leave the public
right-of-way due to the design of the driveway.

703.4 — Signal Maintenance Easements
Signal maintenance easements will be required vahemnvate driveway or private street
intersects a public street and is signalized.

704 — MEDIANS

704.1 — Median Purpose

Medians provide effective access control and adiudfers between vehicles moving in
opposing traffic lanes. The median strip dividé® tpavement into two separate
roadways that function independently to some extddians provide pedestrian refuge
at times and serves as a location to place sigosgher traffic control devices. Medians
also provide a scenic feature to the street ontegh

704.2 — Median Cuts

The City of Memphis discourages cuts in existinglaes. Requests for median cuts will
not be considered unless all related conditiortersubdivision plat have been met. One
example is providing circulation among adjacentcpl. Median cuts will not be
considered within 300 feet of an existing mediahauntersection. Median cuts to low
trip generation sites will not be considered. MNdicuts shall not be approved if
conditions for internal circulation among parcelsritified in an approved zoning case or
planned unit development have not been adheredi\tyy. approved median cut will be
the responsibility of the applicant. An acceptatdsign, including a traffic control plan,
must be provided by a Tennessee registered profegsengineer. A land development
contact must be entered into with the City prioatry construction.

705 - SIDEWALKS

Rules governing sidewalks are contained in the Gitivlemphis Sidewalk Ordinances.

Per the ordinance, the owner of every lot and pas€dand abutting on any street,

avenue, parkway, boulevard or other public stréahe city, for which an established

grade has been lawfully fixed, and curbs and gaitkee in place, is required to provide
and maintain adjacent to his property a sidewalkkacordance with the specifications set
out in the sidewalk ordinances when so orderedhkeyQity Engineer or his authorized

representatives. The property owner is also requiio keep the sidewalk and/or
walkways clear and open to public passage andad gepair and condition.

26



SECTION 800 - STREET DESIGN

801 — STREET CLASSIFICATION

For the purpose of identifying the intended ana#ual function of a street, the Division
of Engineering has established a street classditasystem. The definitions are
generally consistent with nationally accepted séadsl Some definitions have been
expanded on for clarity.

801.1 - Freeway/Expressway

Controlled access facility with grade-separateérs#ctions providing for interregional
and/or interstate travel at high operating speebgpically, expressways accommodate
high volumes of traffic. These routes include tinéerstate system, Sam Cooper
Boulevard and Bill Morris Parkway.

801.2 — Principal (Major) Arterial

Facilitates relatively long urban trip lengths atderate to high operating speeds serving
major activity centers. Service to abutting lansksi should be subordinate to the
provision of travel service to major traffic movemt® Principal arterial streets generally
serve major centers of activity in urban areas hade the highest traffic volume
corridors. These are multi-lane streets that majude medians. Poplar Avenue, North
Parkway, Germantown Parkway and Lamar Avenue asempbes of major arterial
streets.

801.3 - Minor Arterial

Provides somewhat shorter trip lengths than majderial streets and generally
interconnect with and augment major arterial rous¢smoderate operating speeds.
Allows greater access to adjacent properties thajommarterial streets. These are
typically multi-lane streets but may be two lanesmore rural conditions. These
generally include all arterial streets not classifas principal, limited-access, parkway or
boulevard.

801.4 - Major Collector

Collects and distributes moderate amounts of traffetween arterial streets, minor
arterial streets and local roads at moderate todperating speeds. Major collectors
provide for more accessibility to adjacent proertthan arterial streets. Some major
collectors may be residential in nature but provatEess to areas beyond the local
neighborhood. Major collectors may have traffitlwnes sufficient to support signalized
intersections. These streets oftentimes are itkxhtas a trunk route for emergency
service vehicles and may be up to 48 feet in wédtth provide the predominate route for
non-neighborhood oriented traffic.

801.5 - Minor/Neighborhood Collector
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Collects and distributes moderate amounts of trdiéitween arterial, major collector and
local streets at relatively low operating speedshvgreater accessibility than major
collectors. These streets typically service lowfhborhood streets and are 40 feet or
less in width.

801.6 - Local/Neighborhood Street

These generally provide access to abutting prasednd possess relatively low traffic
volumes, operating speeds and trip lengths withmahthrough traffic movements.

801.7 - Cul-de-sac

A street with a bulb end treatment and only onéebutCan be referred to as a Dead End
street.

802 — DESIGN POLICY

All street, drainage, structural, traffic contraldasignalization plans submitted to the
City of Memphis shall be endorsed by a professiengineer registered to practice in the
State of Tennessee. The engineer who endorsedatie shall be the engineer of record.
Should a project be submitted in which the aforemerd plans are only a portion of the
overall project, a professional engineer shall eselthose sheets, documents, etc., within
the project submittal for which an engineer is oesible. The Engineer of Record is
responsible for designing streets in accordancke agtepted Engineering practice. This
includes but is not limited to adhering to criteset forth in the American Association of
State Highway and Transportation Officials (AASHTQ@ublication A Policy on
Geometric Design of Highways and Streefarther (more restrictive) criteria shall apply
as spelled out in the Memphis, Shelby County Subidin Regulations and this policy
statement. Engineering review and endorsementlarispby the City Engineering
Division indicates general compliance with City idespolicies only.

803 — SUBDIVISION REGULATIONS

The purpose of the “Memphis, Shelby County Subdwis Regulations” is to
“supplement and facilitate” design policies of tigty of Memphis (Subdivision
Regulations, Section 102, B). The Subdivision Ratipns shall be the major review
criteria for plans submitted to the City EnginegriDivision for review. Review and
approval of street design shall not, however, betéid to the Subdivision Regulations.
Issues addressed in this Policy Statement as wédkaes related to accepted engineering
practice may also be addressed in a City Enging®iuision review.

804 — HORIZONTAL AND VERTICAL GEOMETRY
Minimum criteria for horizontal and vertical stregggometry shall be that designated in

the Memphis, Shelby County Subdivision Regulatioftss the City’s policy to provide
adequate sight lines on City streets to allow mistdraveling at the anticipated travel
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speed to see and avoid hazards in their path.hdiend, design elements that meet all
other design criteria, but, do not provide adeqsagbt lines shall be rejected.

805 — MINOR LOCAL STREETS

805.1 — Speed Limit Signs

Memphis, Shelby County Subdivision Regulationsvalfor horizontal and vertical street
geometry elements that conform to a 20-MPH desgged. Current City ordinance
provides a citywide speed limit of 30 MPH on unnetkstreets. All street plans
submitted with a design speed lower than 30 MPHI $fave the design speed clearly
noted on all Plan and Profile sheets immediatejsicnt to the title block. It shall be the
responsibility of the developer to provide signgmssting the speed limit on all streets
within the development with a design speed less aMPH.

805.2 — Design Speed Indicated on Outline Plan
All streets that are to have a design speed oftlems 30 MPH shall have their design
speed indicated on the project Outline Plan togeonfusion in later design phases.

805.3 — 20 MPH Design

Memphis, Shelby County Subdivision Regulations éal “consistent design elements
for 20 MPH design”. The intent of this statemesta design an environment in which
the motorist will be discouraged from travelingaaspeed greater than 20 MPH. For
example, a long tangent section culminating in &’ 1fadius curve would be
unacceptable. A motorist would tend to exceeddisign speed in the tangent only to
encounter the curve at the end of the tangent.

805.4 — 300-Foot Tangents

In order to provide for “consistent design elemdots20 MPH design,” it shall be the
policy of the City to require curvilinear design sifeets with design speeds less than 30
MPH. Tangents shall not exceed 300 feet in lendthirves with a maximum radius of
150 feet and a minimum deflection angle of 30 deghall separate tangent sections.

805.5 — Through Streets
Design speeds of less than 30 MPH shall be disgedrdor streets providing access
through a project.

805.6 — Design Speed Limitations

Design speeds of less than 30 MPH shall be rejdotecontinuation of street segments
with design speeds greater than 30 MPH except whikene sign or signal controlled
intersection operates along the subject segmetdp §ign nor signal control shall be
used for the purpose of speed control. Justificatif Stop sign or signal control shall
meet the appropriate criteria previously estabtshethis policy document.
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806 — INTERSECTION SIGHT DISTANCE
806.1 — Required Sight Distance

Intersection sight distance shall be set by AASHUaAse | (uncontrolled) unless
otherwise approved by the City Engineer. All isemtions that have an intersection sight

confusion in later design phases. The designell &learequired to have written

permission from the City Engineer before proceedwith a design that includes an
intersection sight distance other than Case |. drfggneer shall submit calculations with
the plans indicating the case and required sigstadce for each intersection submitted
for review.

806.2 — Curvilinear Streets

Intersections of two curvilinear streets withoubyiding an intersection tangent on at
least one of the streets shall be discouragediai@erombinations of streets, in curves,
intersecting produce severe sight distance problems

806.3 — Intersections Meeting Criteria Without Siithath
Intersections meeting the criteria below shall berded acceptable to the City Engineer
without requiring the submittal of calculations.

Street Classification Intersection Sight Dis&n
Minor Local 225 ft
Major Local 285 ft
Minor Collector 340 ft
Major Collector 400 ft
Arterial 680 ft

Intersection sight distance is measured along éimeecline of the through roadway. To
determine the clear sight area, a line must betamied from the stopped vehicle

driver's eye location 15 feet (ten feet on a lostket) from the face of curb of the
through street at a height of 3.5 feet above theepant to the center of the lane of the
approaching vehicle at a height of 4.25 feet. ohllhe through roadway within the limits

of the required minimum intersection sight distagsball remain clear.

807 — INTERSECTION GRADES

807.1 — Grade Lines

Combinations of grade lines that make vehicle adrdifficult at intersections should be
avoided. Substantial grade changes shall be avaadieall intersections. Grades at
intersections shall be gentle with vertical curkansitions provided that are appropriate
for the design speed of the intersecting roadways.

807.2 — Grade Breaks

Grade breaks at intersections may be allowed ontleuspecific circumstances. Grade
breaks shall only be allowed on minor local strestsere they intersect other local
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streets. The intersecting street shall form aififérsection with no leg opposite the leg
with a grade break and no potential for a leg opeothe grade break in future
development. The intersection leg with a gradelbhall always be a stop condition.
Differences in grades shall not exceed 5%. Thafbisa standard section street with a
2% cross slope, the intersecting street shall havaore than a +3% grade or

—7% grade away from the intersection. The gradalbmay occur at the extended curb
line of the intersected street, although, someasétiis encouraged. Curb radii shall be
designed to provide a smooth transition from oneestto another. Special attention shall
be given to drainage details to assure stormwaten the minor street does not encroach
into the traveled way of the through street.

808 — INTERSECTION CORNER RADII

Intersection corner radii shall be as specified tie “Memphis, Shelby County
Subdivision Regulations” unless otherwise spedificauthorized by the City Engineer.
Right of Way, or as may be the case, pedestriapneasts shall be located ten feet
behind the curb line.

809 - GUARDRAIL

809.1 — Guardrail Purpose

Guardrail shall be provided where warranted. QCirstances which may require
guardrail include non-recoverable slopes and ro&dBked object hazards such as pipe
or culvert headwalls and exposed ends of concralgérails.

809.2 — Private Property

Guardrail will not be installed for the sole purpast protecting private property along
arterial, collector or residential streets. Thexmity of driveways and other street
design features typically do not allow the distancequired to provide proper end
treatments to guardrail segments. Guardrail ilestalvithout proper protective end
treatments may create a greater hazard than tltktioonintended to be protected by the
guardrail installation.

810 — PLANS FORMAT

All plans shall be submitted in the format specifiey the City Engineer. It is the
responsibility of the designer to confirm the apgprate plans format prior to any
submission for review and/or approval. Sample plsets are available from the City
Engineers office as a guide.

811 — DRAINAGE DESIGN
Storm drainage design shall conform with the lateskition of the “City of

Memphis/Shelby County Storm Water Management MdnuBlhe manual can by found
on the City of Memphis web page under Governmentdin of Engineering/Links.
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Certain City C.I.P. funded projects may have mdrmgent design criteria. These are
established at the discretion of the City Engineer.

812 — CONSTRUCTION SPECIFICATIONS

All construction of infrastructure to be assumed thg City of Memphis shall be
completed in accordance with the “City of Memph@n6truction Specifications.”

The specifications can be found on the City of Mbmpweb page under
Government/Division of Engineering/Links. Any usd materials or construction
practices which differ from the “City of Memphis @siruction Specifications” must be
specifically authorized by the City Engineer in lea@tstance.

813 — STRUCTURAL DESIGN

Structural design of roadway appurtenances whiehnat covered by City of Memphis
Standards (retaining walls, box culverts, bridggs,) are subject to approval by the City
Engineer.

814 — UNDERGROUND UTILITIES IN THE RIGHT-OF-WAY

The placement of underground utilities under cunll gutter is discouraged. Every
effort should be made to place manhole accessgoutside of vehicular wheel paths so
as to not compromise vehicular control and riddituaUtility access in sidewalk areas
is discouraged. Any such access shall meet Ameicaith Disabilities Act
requirements to minimize hazards to pedestrians.

815 — STANDARD DRAWINGS
The use of City of Memphis Standard Details is nemflifor any City project. Standard

Drawings containing the details can be found onGitg of Memphis web page under
Government/Division of Engineering/Links.
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SECTION 900 - UTILITIES

901 — RELOCATION RESPONSIBILITY

The relocation and/or installation of all utiliti@sthin the City of Memphis right-of-way
are the responsibility of the developer. The depet’s engineer shall coordinate all his
utility-related efforts with the local utility congmies to insure compatibility and accuracy
with existing and planned utility locations in tinemediate vicinity of the project.

902 — C.I.P. PROJECT
City of Memphis Capital Improvement Program (C).PBrojects require that utilities
within the street right-of-way be relocated at tiiity owner’s expense.

The City of Memphis has ownership of the storm rlige system and sanitary sewers.
All other utilities are owned and maintained byesth
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SECTION 1000 - SEWER DESIGN
1001 PLANS SUBMITTED FOR REVIEW

1001.1- Engineer’s Seal

The construction plans submitted to the DivisionEofgineering are expected to be

complete and ready for construction. One parthaft tompleteness is the seal and
signature of the professional engineer who hasopedd the work and accepts

responsibility for that work. Therefore, to assthat the plans submitted to us are, in
fact, complete and ready for review, we will reguinat all plans submitted be sealed and
signed by the registered engineer who is respanfiblthose plans.

Any plans submitted without the engineer’'s seal amghature will be returned as
incomplete.

1001.2- Benchmark
All projects will be required to use the City of Mphis Benchmark System.

1001.3- Certificates

1001.3.1 Approved for Construction Stamp
All plans for public sewer shall bear the followiimga location above the title block of the
plan:

Approved for Construction
The document bearing this stamp has been recenckdeziewed by the City of Memphis
Division of Engineering under authority delegatgdhe State of Tennessee Department of
Environment and Conservation Division of Water &atin Control. It is hereby approved
for construction by the City Engineer as evidenogdhis signature in the title block below.
Approval expires one year from the approval datievibe This approval shall not be
construed as creating a presumption of correctatiper or as warranting by the City
Engineer that the approved facilities will reach tlesired goals.

1001.3.2 Private Sewer Certificate
All plans for private sewer shall bear the follogim a location above the title block of the
plan:

Private Engineer’s Certificate
The engineer whose seal and signature appear ety accepts the responsibility for
inspection of the private sanitary sewer systenwshibereon. After all of the system is
installed and tested, the engineer will provide Memphis and Shelby County Office of
Code Enforcement with a letter certifying that 8ystem has been installed and tested in
accordance with applicable local standards or, &herlocal standards exist, the standards
of the State of Tennessee. No private sanitargisseystem is to be used except for testing
until this certification has been submitted andceated by Code Enforcement.
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1001.4- Materials

Plans submitted in the form of original drawingslsioe ink on polyester translucent
matte film with original signatures. Original mattiém drawings shall have a matte
surface on both sides and shall be a minimum of-fieousandths inch (0.004”) in
thickness. CADD generated or wet stamp is acceptabl

1001.5 - Sheet Size

All drawings shall measure twenty-four inches biytyhsix inches (24” x 36”), with trim
lines one-half inch (*2”) from the top and bottongesl. Each sheet shall have a left-hand
margin of one and one-half inch (1 2"); a right-tlanargin of one-half inch ( ¥2”), and a
margin of one-half inch ( ¥2") between the top amdtdm border of the drawings and
trim lines.

1001.6 - Font Size

Minimum recommended text size shall be equivalenteéroy 120 Guide. |If lack of
space dictates, limited amounts of text equivaiernteroy 100 Guide may be accepted at
the discretion of the City Engineer. Text smallen Leroy 100 Guide is not acceptable.

1001.7- Format

All plans shall be submitted in the format specifiey the City Engineer. It is the
responsibility of the designer to confirm the apgprate plans format prior to any
submission for review and/or approval. Sample plsets are available from the City
Engineer’s office as a guide.

1001.8 - Easement Plats

All permanent easement plats shall be on polyd8ier0.004” in thickness. All plats
shall measure either 8 ¥2” x 11” or 8 %" x 14” wdheft hand margin of %" with top,
bottom and right hand margins of ¥%". Trim lines aot necessary. A key map shall be
provided indicating the location of all parcelseatied. All easement plats shall show
bearings and distances on all property lines. &tgpwnership shall be confirmed prior
to submitting final plats.

1001.9 - Disposition of Plans

The approved original drawings become the officedords of the City of Memphis.
When the plans have been approved, the engineecaoifd will be notified so that he/she
may pick up the originals in order that all necegsmpies may be made. The original
drawings with the adequate number of prints wilk&irned to the City of Memphis.

1002 GENERAL REQUIREMENTS FOR COLLECTION SYSTEMS

1002.1 - Construction Approval

In general, construction of new sewer systems @msions of existing systems will be

allowed only if the downstream conveyance systedithe receiving sewage treatment
plant is capable of adequately conveying or pracgske added hydraulic and organic
load.
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1001.2 - Design

Sewer systems shall be designed and constructeghieve total containment of sanitary
wastes and maximum exclusion of infiltration anitbww. No combined sewers will be
approved.

1001.3 - Calculations
Computations and other data used for design obéweer system shall be submitted to
the City.

1001.4 - Septic Tank Effluent Pump or Gravity (STEFEG) Sewer Projects
No STEP/STEG units will be allowed in the City ofeMphis or its annexation reserve
areas.

1002 DESIGN CONSIDERATIONS
1002.1 - Design Period

1002.1.1 Collection Sewers (Laterals and Submains)
Collection sewers should be designed for the uteéndavelopment of the tributary areas.

1002.1.2 Main, Trunk and Interceptor Sewers
Selection of the design period for trunk and irgetor sewers should be based on
evaluation of economic, functional, and other coasitions. Some of the factors that
should be considered in the evaluation are:
a. Possible solids deposition, odor, and pipeos@n that might occur at initial
flows
b. Population and economic growth projectionstaedaccuracy of the projections.
c. Comparative costs of staged constructionredtares.
d. Effect of sewer sizing on land use and devaka.

1002.2 - Design Basis

New sewer systems shall be designed on the ba$sbté 1002-1 or per capita flows. For
unusual cases, an alternative method may be usthe aliscretion of the City Engineer.
Documentation of the alternative method shall loiged.

1002.2.1 - Per Capita Flow

The usual usage is assumed to be 100 gallons p#a qeer day. If there is an existing
water system in the area, water consumption fignrag be used to help substantiate the
selected per capita flow. Generally, the sewersildhioe designed to carry, when running
full, not less than the following:

a. Laterals: Minimum peak design flow should be restsl than 400

percent of the average design flow. "Lateral” iraml as a sewer
that has house connections discharging into it.
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b. Main, Trunk, and Interceptor Sewers: Minimpeak design flow
should be not less than 250 percent of the avetegign flow.
"Main" or "trunk” is defined as a sewer that dowdt have any
house connections. Interceptor” is defined asveisthat receives
flow from a number of main or trunk sewers, forcaims, etc.

Table 1002-1

SEWER FLOW ESTIMATE TABLE

PER{Sl(})NS GPM/AC {2}

ZONING PER ACRE LATERAL {3} TRUNK
RS-15(43,560X.84 divided by 15,000) (3.5) 9 2.1 1.6
RS-10(43,560X.84 divided by 10,000) (3.5) 13 3 2.3
RS-8 (43,560X.84 divided by 8,000) (3.5) 16 3.7 2.8
RS-6 (43,560X.84 divided by 6,000) ( 3) 18 4.2 3.1
RTH/RML (43,560X.84 divided by 2,500) (2) 30 7 25,
COMMERCIAL {5} 2,000 divided by 12X60 2.8 2.8
INDUSTRIAL {4}  2,000X2.5 divided by 16X60 5.2 5.2

NOTES

1.All persons rounded to next whole person.

2.All gpm values rounded to nearest 0.1 gpm.

3.load=100 gpcd with 2.5 peak factor Trunk basi®©24
Lateral basis 18 hr (residential only).

4.Industrial based upon 2 shifts per day

5.Commercial based upon 12 hr usage

1002.3 - Design Factors
The following factors must be considered in thegtesf sanitary sewers:

a. Peak sewage flows from residential, commerdrafitutional, and industrial
sources

b. Groundwater infiltration and exfiltration

C. Topography and depth of excavation
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d Treatment plant location

e Soils conditions

f. Pumping requirements

g. Maintenance, including manpower and budget
h Existing sewers

I. Existing and future surface improvements

J- Controlling service connection elevations

1003 GRAVITY SEWERS

1003.1 - Minimum Size
No sewer shall be less than 8 inches in diameter.

1003.2 - Depth
Generally, sewers should not be less than 6 fest,daut should be sufficiently deep to
prevent freezing and physical damage and shoukivesewage from existing dwellings

by gravity.

1003.3 - Roughness Coefficient
The City of Memphis standard "n" value of 0.013lsha used in Manning's formula for
the design of all sewer facilities.

1003.4 - Slope

All conventional gravity sewers shall be designed eonstructed to give mean velocities,
when flowing full, of not less than 2.0 feet pecaad. The minimum slope for each size of
pipe commonly submitted for review is provided iable 1003-1. Slopes greater than the
minimum allowable are desirable.

Table 1003-1
Sewer Size Minimum Slope
(inches) (feet per 100 feet)
8 0.50
10 0.28
12 0.22
14 0.17
15 0.15
16 0.14
18 0.12
21 0.10
24 0.08
27 0.07
30 0.06
36 0.045
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Sewers shall be laid with uniform slope between mées.

Sewers on 18 percent slope or greater shall beoegtisecurely with concrete anchors or
equal. Suggested minimum anchorage spacing idlag$o

1. Not over 36 feet center to center on gradeset8ent and up to 25
percent.

2. Not over 24 feet center to center on gradege2éent and up to 35
percent.

3. Not over 16 feet center to center on gradgsedéent and over.

1003.5 - Alignment

1003.5.1 - General

Gravity lines are to be installed, honoring theunalt flow of drainage. Gravity sewers
shall be designed with straight alignment betweanhmoles. However, curved sewers may
be approved by the City Engineer in large (i.e.; &6d larger) diameter pipe where
circumstances warrant.

1003.5.2 - Easements

a. All sanitary sewer easements shall be located enlanand shall not be divided
longitudinally by a lot line.

b. All sewer lines 15 inches and smaller shallehat least a 15 foot easement.

b. Any sewer line, regardless of size, greater thafe#bin depth to the top of the
pipe shall have at least a 30 foot easement.

d. Other lines greater than 15 inches, regssdb depth, shall have at least a 30 foot
easement, preferably 50 feet.

1003.5.3- Alignments Along Ditches

Particular attention must be paid to pipes generalhning parallel to unimproved
streams or ditches. All pipes shall be locatedidetof the tree canopy along the banks
of the unimproved stream or ditch and as far astjga from the top of bank. Pipes
greater than 18 inches in diameter shall be locatddast 150 feet from the top of bank
of the unimproved steam or ditch. Major interceptgpes (30 inches in diameter or
greater) shall be located at least 300 feet fromtdip of bank.

The sewer easement will be located outside of thmage easement. The current policy

for drainage easements along unimproved ditchasresga drainage easement width of
five (5) times the top bank width. The drainagsesaent is centered on the ditch.
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Sanitary sewers shall be located so that the pideparmanent easement do not overlap
with the drainage easement.

1003.5.4 Stream Crossings

The top of all sewers entering or crossing stresimosild be at a sufficient depth

below the natural bottom of the streambed to ptdtecsewer line. A minimum depth of
4 feet at the stream crossing is recommended. &lersline crossing shall not interfere
with the flow area of the drainage. However, minisruptions to the bottom of the
drainage channel may be allowed with prior appra¥dhe City Engineer. Minor stream
crossings shall be stabilized with rip-rap or gesutip-rap. The minimum acceptable
stabilization for minor stream crossings shall gy 6f Memphis grade C rip-rap, placed
24 inches thick the full width of the sewer easenfiemm top of bank to top of bank.
Larger streams may require a more significant #sirecto protect the sewer as
determined by the City Engineer. The City Engineest approve these structures.

Sewers crossing streams shall be designed to ttr®stream as nearly perpendicular to the
stream flow as possible and shall be free from gban grade. To prevent the french
drain effect of the sewer crossing the stream, lckdaens must be installed up stream and
down stream in the pipe conduit trench. This must deparate from any concrete
encasement.

1003.5.5 Alignments in streets

a. Sanitary sewers located within streets shall batkxt seven (7) feet north and/or
west of the centerline of the street. Exceptioresy he made for curvilinear
horizontal street alignments and for existing s@ath prior approval of the City
Engineer.

b. Where sewers are to be constructed in streetB wirvilinear horizontal
alignments, a minimum of five (5) feet of sepamatietween the face of curb and
centerline of sewer will be maintained.

1003.5.6 Relation to Water Mains

Horizontal Separation: Whenever practical, sevarsuld be laid at least 10 feet
horizontally from any existing or proposed waterinmaThe
distance should be measured edge to edge. Shoceédl |
conditions prevent a lateral separation of 10 f@sgwer may
be laid closer than 10 feet to a water main ifsitaid in a
separate trench and if the elevation of the topwnj of the
sewer is at least 18 inches below the bottom (thwdrthe
water main.

Vertical Separation: Whenever sewers must cuogier water mains, the sewer

shall be laid at such elevation that the top ofgbeer is at
least 18 inches below the bottom of the water maivihen
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the elevation of the sewer cannot be varied to nieeabove
requirement, the water main shall be relocatedawige this
separation. One full length of water main showddcbntered
over the sewer so that both joints will be as fanfthe sewer
as possible.

1003.6 - Increasing Size

Where a smaller sewer joins a larger one in a mantite top of the pipes (crowns) shall
match or the crown of the smaller pipe shall comabove the crown of the larger pipe.
Where an 8” enters a 12" or larger sewer, the floavbf the 8” shall be set at the inside top
elevation of the larger sewer or higher.

1003.6- High-Velocity Protection

Where velocities greater than 15 feet per secoacegpected, special provision shall be
made to protect against internal erosion or digptent by shock.

1003.7- Ductile iron pipe requirements

Ductile iron pipe (DIP) shall be required:
a. when the proposed sewer is to be laid in an aparieg fill,
in all areas where there is four feet of coveress|

b. on all new sewer including service connections whave less than
one and one-half feet of clearance with drainageickires as
measured between outside of pipes,

c. at all drop construction manholes beginning at thanhole and
extending a minimum of twenty feet, and

d. DIP is required at sewer bores.

All DIP shall be lined with Protecto 401 or equieal, subject to approval of the City
Engieer.

1003.9 - Service connections

1003.9.1 8-inch and 10-inch sewer lines
Service connections are allowed on 8” and 10” sdines.

1003.9.2 12 inch sewer lines
Service connections may be allowed on 12" sewer dis if the following conditions
are met:
1. The 12 inch sewer must be a new sewer tirieetinstalled
as a part of the overall development project.

41



2. The 6 inch connection to the 12 inch line smie
accomplished through the installation of a 12 irdhinch
Wye that has been prefabricated. This Wye is to be
installed at the same time the 12 inch sewer @& laihis
prefabricated Wye must be similar to that availdbteugh
GPK Products, Inc.

3. Prefabricated 12 inch x 6 inch Wyes mustsbkd wall
SDR-26 PVC pipe meeting ASTM D-3034 standards.

1003.9.3 Sewer lines larger than 12 inches
No service connections are allowed on pipes latgan 12 inches in diameter. The
connection must be made at a manhole.

1003.10 — Hydrogen Sulfide Protection

All sewer lines constructed of materials subjedtydrogen sulfide attack shall be provided
with adequate corrosion protection. The liningoating shall be as approved by the City
Engineer.

1004 MANHOLES

1004.1 - Location

Manholes shall be installed at the end of eachdfri&inch diameter pipe; at all changes in
grade, size, and/or alignment; at all intersectiansl at distances not greater than 400 feet
for sewers 21 inches or less, and 500 feet for i=e®é inches to 42 inches. Greater
spacing may be permitted in larger sewers.

1004.2 - Drop Construction

A drop connection shall be provided for a seweermg a manhole at an elevation of 24
inches or more above the manhole invert. Wherdliffierence in elevation between the
incoming sewer and the manhole invert is less ##amches, the invert should be filleted
to prevent solids deposition. All drop construatshall comply with the City of Memphis
Standard Construction Specifications

1004.3 - Diameter

The minimum diameter of manholes shall be 48 inclagger diameters are preferable.
All sewer manholes shall comply with the City of Mphis Standard Construction
Specificationsand details.

Manholes connecting significant industries to th&tesm should be larger, to provide space
for monitoring and sampling equipment.
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1004.4 - Rim elevations

Manhole rim elevations are to be set a minimum.bf 8bove final grade in yards, and a
minimum of 1.5’ above existing grade in unimprovaaeéas. The City of Memphis may

require, at its discretion, a rim elevation of wp3 feet above the existing grade. Rim
elevations shall also be set a minimum of 1 foatvalthe 100-year flood elevation. If the
100-year flood elevation is more than 2 feet abibeeexisting grade, a sealed rim with
vent stack shall be installed on the manhole. mhgmum rim elevation shall be 3 feet
above the existing grade. The vent elevation $deth minimum of 1 foot above the 100-
year elevation. Watertight manhole covers and wtatks shall be used wherever the
manhole tops may be flooded. Manholes of brickegmented block are not acceptable.

1004.5 - Minimum depth
The minimum depth for sewer manholes is six (6}.fe€his is to insure that sewer
service can be provided at this manhole.

1005 INVERTED SIPHONS

1. Siphons are not allowed unless a gravity sewer ¢iae not be routed
across a major drainage way without interferinghviite flow area of the
drainage. (See the section on stream crossings.)

2. If a siphon is allowed, it will be designed suchtth minimum three feet
per second velocity is maintained in all barrel@ll siphon barrels
constructed of high density polyethylene (HDPE) lishee concrete
encased. Siphon barrels shall be either HDPE ctilduron pipe.

3. Siphons will be evaluated by the Sewesign Department on a case by
case basis.
4, All siphon crossings of streams should be sigffitty lowered below the

bottom of the channel, at least 5 feet, to helwgme under cutting of the
pipe. The banks shall be stabilized along thetéirof excavation. (See the
section on stream crossings.)

5. Inverted siphons shall have a minimum of two déarrwith a minimum
pipe size of six inches and shall be provided witcessary appurtenances
for convenient flushing and maintenance. The mimshshall have
adequate clearances for rodding. Sufficient héatl be provided and pipe
sizes selected to secure velocities of at leaste®i0per second for average
flows.

6. The inlet and outlet details shall be arrange that the normal flow is
diverted to one barrel, and so that either bariag} tve cut out of service for
cleaning. When inverted siphons are used, theydesigineer must furnish
hydraulic calculations with the plans. Proper asaaust be maintained.

1006 SEWAGE PUMP STATIONS AND FORCE MAINS
1006.1 - General

In general, pump stations are not allowed. Graluys are to be installed, honoring the
natural flow of drainage. Any pump stations wil bvaluated on a case by case basis.
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Temporary pump stations may be allowed for landettggment projects which have a
fully bonded, executed contract for a gravity sewgtension. All temporary pump
stations shall be evaluated on a case by case Hagmp stations will only be allowed to
discharge to those systems with sufficient capdoigccommodate the additional flow as
determined by the Sewer Design Department. The maxi anticipated time of service
for the temporary pump station shall be one y8dre temporary pump station shall be a
private facility, owned and maintained by the depelr. Sufficient bond shall be held to
protect the City in the event the developer falsnaintain the station.

All permanent pump stations and force mains shaltlésigned to comply with the City
of Memphis design standards.
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